[image: image1.png]{/VT@(H IN

\\






	
	

	Lamborghini Bangkok
Media Information
Lamborghini Aventador LP700-4
Price:  Coupé starting at 38.5 million baht, roadster starting at 40.5 million baht

By Niche Cars Group, the sole authorised dealer for Lamborghini in Thailand, Tel. 02-321-1111
Powertrain

The Lamborghini Aventador LP 700-4 has a 12-cylinder engine in its center, just like its legendary predecessor. It was newly developed and weighs only 235 kg. Thanks to 700 hp (515 kW), a displacement of 6,498 cm3 (396.5 cu.in.) and a maximum torque of 690 Nm (507 lbft) it is the strongest engine ever built by Lamborghini.

Fantastic Performance

The Aventador accelerates from 0-100 kph (0-62 mph) in 2.9 seconds and can reach a top speed of 350 kph (217 mph). The engine achieves these fantastic numbers with the help of the 7 speed ISR gearbox and its shifting time of only 50 milliseconds. Via Drive Select Mode you can choose from three different shifting characteristics: Strada, Sport and Corsa. You can either let the gearbox shift automatically, or you can select gears manually by using the shift paddles on the steering wheel. 

The permanent all-wheel drive makes sure your throttle input is being transferred perfectly onto the tarmac. An electronically controlled Haldex generation IV clutch is responsible for the power distribution. Depending on the chosen drive mode, it transfers up to 60 percent of the available torque to the front wheels. 

Nowadays a super sports car is no longer judged by its performance alone, fuel economy is also an important topic. In order to reduce fuel consumption and CO2 emissions the Aventador has, amongst other things, a cylinder deactivation and a start stop system with supercapacitors. Thanks to this technology, an engine restart takes only 180 milliseconds – much faster than any conventional start stop system. As you can see, the Aventador sets the pace in many areas.

Founded in 1963, Automobili Lamborghini is headquartered in Sant’ Agata Bolognese, in Northeastern Italy. There it manufactures some of the world’s most sought-after super sports cars. With the 2011 presentation of the best-in-class Aventador LP 700-4 at the Geneva Auto Show, Lamborghini marked another milestone in the history of luxury super sports cars. With more than 120 dealerships worldwide, Automobili Lamborghini is building on a succession of dynamic and elegant super sports cars including the 350GT, Miura, Espada, Countach, Diablo, Murciélago, Reventón Coupe, Reventón Roadster, Gallardo LP 560-4 Coupé and Spyder, Gallardo LP 570-4 Superleggera and the latest open version LP 570-4 Spyder Performante. The Lamborghini Gallardo Super Trofeo Stradale, the road going version of Lamborghini’s successful race car, was launched in autumn 2011. For more information on Automobili Lamborghini, please visit the website at

www.lamborghini.com
he race car from the Lamborghini Blancpain Super Trofeo, the world’s fastest single-make series.  Bringing the excitement of the race track directly to the road, the car will be produced in a limited run of 150 numbered units.  At just 1340 kg, the V10, 570 hp engine returns a power-to-weight ratio of just 2.35 kg per hp, reaching 0-100 km/h in just 3.4 seconds and with a top speed of 320 km/h. 
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During the Aventador's development, our engineers in Sant'Agata Bolognese examined every little detail of the bodywork in order to optimize the aerodynamics. All body parts needed, and still need, to be in perfect harmony – from the front bumper to the rear wing. 

Efficient aerodynamics lead to better acceleration and increased cornering speeds. Furthermore, lower fuel consumption can be the result. So it is not a surprise that the work in the wind tunnel is so crucial. But the minimization of the aerodynamic drag is only one of several tasks. The aerodynamicists also need to reduce disturbing turbulences and utilize the airflow by guiding it to certain parts of the car, for example the rear wing.

The intelligent rear wing
When driving, the air hits the rear wing with high velocity which pushes the rear part of the car onto the tarmac and creates downforce. As a result, the slip decreases, the tires produce better grip and the engine power can be used more efficiently. A special feature of the Aventador is the integrated rear wing. It only extends when needed – at mid-range and high speeds. 

The diffusor on the underside of the car's rear further increases the grip. It produces a vacuum by decelerating the airflow. 

As a result, the rear is pulled downwards. As in many other areas of vehicle construction, our engineers have to look at the entirety of the car when it comes to aerodynamics. Lamborghini has managed to develop highly efficient aerodynamics for the Aventador, which support its extraordinary performance. The breathtaking acceleration from 0 to 100 kph (0-62 mph) in only 2.9 seconds is just one of many examples for the Aventador's aerodynamic strengths.

The secret of the suspension

A special suspension system, inspired by motorsports, is used in the Aventador. On the pushrod suspension with double wishbones a bellcrank is used to actuate the internal, vertically integrated spring and damper unit. This layout reduces the unsprung mass, improves the aerodynamics and leads to direct steering with minimized perturbation.
To find out more about Lamborghini Aventador LP700-4, please contact Niche Cars Group, call +662 321 1111. Showroom Motorway 1 opens every day from 8.30 – 17.30 hrs.
Lamborghini Aventador LP700-4
	CHASIS AND BODY

	Frame


	Carbon fiber monocoque with Aluminium front and rear frames

	Body
	Carbon fiber engine bonnet, movable spoiler and side air inlets; Aluminium front bonnet, front fenders and door; SMC rear fender and rocket cover

	Mirrors

	External mirrors heated, electrically adjustable and foldable

	Rear spoiler
	Movable - 3 positions depending on speed and drive select mode

	SUSPENSION

	Suspension
	Front and rear horizontal mono-tube damper with push-rod system

	TYRES AND WHEELS

	ESP
	ESP/ABS with different ESP Characteristics managed by drive select mode

	Steering
	Steering Gear with 3 different servortonic characteristics managed by drive select mode

	Front tires
	Pirelli 255/35 ZR19

	Rear tires

	Pirelli 355/30 ZR20

	Front wheels
	19" x 9J

	Rear Wheels
	20" x 12J

	AIRBAGS

	Airbags
	Front dual stage driver airbag and front adaptive passenger airbag; seats with side “head-thorax” airbags; passenger and driver knee airbags

	BRAKES

	Brakes
	Dual hydraulic circuit brake system with vacuum brake booster; front and rear CCB, 6-cylinder brake callipers, 4-cylinder brake callipers Ø 400x 38 mm – Ø 380 x 38 mm

	ENGINE

	Type

	V12, 60°, MPI

	Displacement

	6,498 cm³ (396.5 cu.in.)

	Bore and stroke
	Ø 95 mm x 76,4 mm

	Valve gear
	Variable valve timing electronically controlled

	Compression ratio
	11.8  (± 0.2) : 1

	Maximum power 
	700 CV (515 kW) @ 8,250 RPM

	Maximum torque
	690 Nm (507 lbft) @ 5,500 RPM

	Emission class
	EURO 6 – LEV 2

	Emission control system:
	Catalytic converters with lambda sensors

	Cooling system
	Water and oil cooling system in the rear with variable air inlets

	Engine management system
	Lamborghini Iniezione Elettronica (LIE) with Ion current analysis

	Lubrification system
	Dry sump

	DRIVETRAIN

	Type of transmission
	4WD with Haldex generation IV

	Gearbox
	7 speed ISR, shifting characteristic depending on drive select mode

	Clutch
	Dry double plate clutch, Ø 235 mm

	Standard
	AMT

	PERFORMANCE

	Top speed
	350 km/h (217 mph)

	Acceleration 0-100 km/h (0-62 mph)
	2.9 s

	DIMENSIONS

	Wheelbase
	2,700 mm (106.30 in)

	Overall length
	4,780 mm (188.19 in)

	Overall width (excluding mirrors)
	2,030 mm (79.92 in)

	Overall width (including mirrors)
	2,265 mm (89.17 in)

	Overall height

	1,136 mm (44.72 in)

	Front track
	1,720 mm (67.72 in)

	Rear track
	1,700 mm (66.93 in)

	Dry weight
	1,575 kg (3,472 lb)

	Weight/Power ratio
	2.25 kg/CV (4.96 lb/CV)

	Weight distribution (front - rear)
	43 % - 57 %

	CAPACITIES

	Fuel tank capacity:
	90 l (23.8 gal.)

	Engine oil capacity:
	13 l (3.4 gal.)

	Engine coolant capacity:
	25 l (6.6 gal.)
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